
Mississippi River Navigation Channel Condition Status Report 5/4/2011

Stage & Outlook Lock & Dam Mississippi River Mile

10 615.1

Turkey R.

11 583.0

12 556.7

Maquoketa R.

13 522.4

Wapsipinicon R.

14 493.3

15 482.9

Rock R.

16 457.2

17 437.1

Iowa R.

18 410.5

19 364.2

Des Moines R.

20 343.2

21 324.9

22 301.2

R. Mile Min dep @ low 
water

Problem 
On:

Dredge ETA Dredge 
Complete

Dredge

Anticipated Dredging
Groundings 413.5 9 RDB TBD Gov Mech.

∆ Dredge
Very Likely to be Problematic at Low Water
Could be Problematic at Low Water
Problem Resolved

Dredge Status:

Channel Marker Status:

For additional resources including Navigation 
Notices, see the link below:

Additional Risks / Concerns:

Tail 16.2, Slow fall         
Tail @ Flat 2.5

http://www2.mvr.usace.army.mil/NIC2/default.cfm

For Hydrographic Surveys and Dredging 
Schedule, see the link below:
http://www2.mvr.usace.army.mil/odrsurvey/default.cfm

Web Information
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Tail 16.1, Steady fall      
Tail @ Flat 2.4

Tail 17.7, Steady fall      
Tail @ Flat 1.3

Tail 13.4, Steady fall            
Tail @ Flat -0.3

Tail 16.3, Steady fall            
Tail @ Flat 2.17

Tail 16.5, Steady fall         
Tail @ Flat 1.5

Tail 18.8, Steady fall         
Tail @ Flat 1.7

Tail 19.2, Steady fall         
Tail @ Flat 2.9

Tail 14.5, Steady            
Tail @ Flat 3

Tail 15.1, Steady            
Tail @ Flat 3.8

Tail 15.4, Steady            
Tail @ Flat 2.8

Tail 15.6, Slow fall         
Tail @ Flat 3.3

Tail 10.7, Slow fall         
Tail @ Flat 3.9

Large shoal forming on RDB RM 
413.5-413.8 restricting channel 
width to 400' RM 413.5 (Furnal 
Island Light)

No Ongoing Work.

RM 413.5

Nav Notice MR 11-02
Transit Advisory - 8.4' Sounding on 
RDB RM 490.8-490.9. Buoy off -
Station (Campbells' Island)

RM 490.8

Shoaling across RM 547.0-548.4. 
Min depth 8.7 at flat pool, +6.5 ft at 
time of  survey. (Maquoketa River)

Shoal exists, RDB RM 594.8-495.5. 
Restricting channel to 250'-285'. 
(Rosebrook)

RM 598.7

RM 594.8

Shoal exists on LDB, RM 475.0 -
476.4 (Linwood).

RM 476.0

Shoaling across RM 
331.6 - 332.6 Min 
depth 8.72 at flat pool, 
+2.7 ft at time of  
survey. (Hogback)

RM 331.6

Be aware that buoys may be 
unreliable due to high flows 
and debris. Mariners should 
use caution.

USCG Scioto is on North Run from 
Keokuk.

Recent flooding may have caused 
shoaling areas that could become 
problematic at low water.   Mariners 
should be watchful for  such areas as 
water levels fall.  These areas should 
be reported immediately to the Rock 
Island District staff.
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